Standard equipment

FLOOD COOLANT SYSTEM

WORK LIGHT

ONE SET OF MANUALS (PAPER)

ONE SET OF ADJUSTING TOOLS

FOUNDATION KIT(BLOCK, FIXTURE)

MAZAK STANDARD COLOR (F WHITE/S BLACK)
THE SAFETY MEASURES ON WORLDWIDE LEVEL
Y AXIS TRAVEL 25.20" (640MM)

MAZATROL SMOOTHC CNC

10.4" COLORLCD

2 PALLET CHANGER

POWER TRANSFORMER FOR OTHER MARKETS
MAIN SPINDLE MOTOR AC 18.5KW(25HP)
SPINDLE SPEED 12000 RPM (AC25HP)

40 TOOL DRUM MAGAZINE (RANDOM MEMORY)
INDEX TABLE 1 DEG./360 POSITIONS

SPINDLE CHILLER UNIT

ABSOLUTE POSITIONING SYSTEM

STANDARD TAP PALLET (W/O EDGE LOCATOR)
SAFETY COVER FOR 2 PALLET CHANGER
COOLERS FOR BALL SCREW (X,Y,Z-AXIS)
ROLLER GUIDES

AIR THROUGH SPINDLE SYSTEM(SPNDL STOP)
NIAGARA COOLANT (RECOMMENDED EQUIPMENT)
OPERATOR DOOR INTERLOCK WITH LOCK-SWITCH
AUTO POWER OFF(BREAKER TRIP)

ATC AUTO RECOVERY

APC AUTO RECOVERY

NUMBER DISPLAY MG PANEL (N/A TOOL ID)
ENCLOSED COOLANT & SPLASH COVER

PREP. FOR CHIP CONVEYOR REAR (CONSEP-1)
SMOOTH STANDARD SOFTWARE FOR M/C
MAZAK TAPPING/BORING TORNADO (MAZATROL)
EIA/ISO PACKAGE

G37.AUTOMATIC TOOL-LENGTH MEASUREMENT
BACKGROUND TOOL PATH CHECK

SMOOTH RESTART FUNCTION

LAN PORT

SD MEMORY I/F(1P) + USB MEMORY I/F(1P)
ACCURACY INSPECTION

RELOCATION DETECTOR

ADDITIONAL REINFORCEMENT FOR TRANSPORT

Additional equipment - included in the package price
AUTO TOOL LENGTH MEASUR.& BREAK. DETECT.
MANUAL PULSE GENERATOR(WIRED/DETACHABLE)
HI-PRESS COOLANT THRU SYS (15KG(213PSI))
CHIP-CONVYR SIDE DISPO.(CONSEP-1)N/A6PC
SMOOTH SYNCHRONIZED TAPPING

B)CYLINDRICAL INTERPOLATION (RQR.NCRT)
SIGNAL TOWER (3 COLORS LIGHTS,SQUARE)
60 TOOL DRUM MAGAZINE (RANDOM MEMORY)
SPINDLE SPEED 18000 RPM (AC47HP)

NC ROTARY TABLE(3,600,000 POSITIONS)

nh.o



MAZAK HCN-4000 smooth C

Made in Japan

Standard specifications

Stroke X axis (column right / left) 560 mm
Y axis (spindle up/down) 640 mm
Z axis (table back/foth) 640 mm
Distance from table top to spindle nose 70~710 mm
Distance between pallet top to spindle center 80~720 mm
Table Table Size 400 mm X 400 mm
Maximum Workpiece dimension @ 630 mm X 8900 mm
Pallet load capacity (evenly distributed) 400 kg
Pallet top surface M 16XP2 tap 25 places pitch:80 mm
Minimum indexing angle increment 1
Indexing time 1.3 sec/ 90"
Spindle Max_ spindle speed 12000 rpm
Spindle gear range 2- step (electric)
Spindle taper No. 40
Spindle bearing size (1.D) @ 70 mm
Spindle acceleration 1.8 sec (0 — 18000 rpm)
Feedrate Rapid traverse rate (X, Y,Z — axes) 60000 mm/min

Limited feedrate with continuous axis movement

Cutting feedrate ( XY, Z-axes)
Limited feedrate with continuous axis movement

1~60000 mm/min

Axis acceleration / deceleration 10G

Automatic tool Tool shank No. 40

changer Tool magazine capacity 40
Max. Tool dia.flength (from gauge line)/weight @95 mm /420 mm /12 kg
Max. Tool dia. (when adjacent pockets empty) @170 mm

Tool selection method

Random selection / shortest path

Tool change time (chip-to-chip)

24 sec

Automatic pallet Number of pallets 2
changer Change system Rotary type
Pallet change time 7.0 sec
Motors Spindle motor (30 min rating / cont. rating) 35 kW / 26 kW (47/35 HP)

Flowd coolant pump motor

730W /1210 W

Power requirement

Electrical power supply (40% ED / cont. rating)

70.9 kVA / 58.1 kVA (50 H2),
72.8 kVA/ 60 kVA (60 Hz),

Air supply 0.5 Mpa~0.9MPa / 210 L/min
Machine Size Height 2713 mm
Floor space requirment 2400 mm X 5454 mm
(MAZATROL SMOOTH G)
Machine weight 10720 kg
Sound Equivalent continucus sound pressure level at Less than 80 db (A)

operator position (_depend on equ__ipmen!__optfons}




